
NEC MultiSync® X462HB
Order Code: 60003174 NEC LCD 46" Large Format Display

X462HB is a product designed to be operated in high
brightness environments. With a brightness value of 1.500cd/
m2 it offers good readability even in sun flooded buildings. The
display is equipped with a special filter which enables owners
of polarized sun glasses to view the content on the screen
even if the display is mounted in portrait orientation.

DELIVERING GENUINE BENEFITS

Ease of Installation and Operation - free LAN control software
for central, convenient and cost-efficient maintenance and
control. Automatic alarm emails notify the user of problems if
they should occur.

Increased resistance - to blackening at high temperatures.

Option Slot STv1 - for DVI daisy chain board, built-in PCs,
mediaplayer and other slot in boards.

Programmable Ambient Light Sensor - for reduced power
consumption and eye pleasing brightness levels.

Free Download of Multi-Display Management Software - with
NaViSet Administrator 2 you can manage all your connected
display devices from a centralized location.

Quarter lambda filter - for portrait viewing with polarized sun
glasses

OUTSTANDING PERFORMANCE

Multistep overheating protection to secure stable performance and reliability•

Peace of mind thanks to full control of the display via LAN with free NEC software and
alert emails in the unlikely event of a problem such as overheating, back light failure
etc.

•

DisplayPort, DVI and HDMI interfaces for any digital source•

Tile Matrix and other NEC videowall features for high brightness video walls•
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NEC MultiSync® X462HB

SPECIAL CHARACTERISTICS

Ambient light sensor for optimized brightness levels, Ambient light
sensor for perfect brightness levels, Carbon footprint meter,
NaViSet Administrator 2, Overheating protection, PIP with 2 PC
inputs, Professional 46" high brightness panel with 1500 cd/m2,
Rapid input switching, TileMatrix, User defined input names, User
input priority definition

Energy Efficiency Ambient light sensor; Carbon savings
meter; ECOMode

Ecological Materials Optional feet; Manuals on CD

Technical Specification NEC MultiSync® X462HB
DISPLAY

Panel Technology S-PVA TFT with 1/4 Lambda filter
Active Screen Area (W x H) [mm] 1,018.4 x 572.5
Screen Size [inch/cm] 46 / 117
Aspect Ratio 16:9

Brightness (shipping) [cd/m2] 1500 max. at < 26°, 1150 at 35°

Contrast Ratio (typ.) 3500:1
Viewing Angle [°] 178 horizontal / 178 vertical (typ. at contrast ratio 10:1)
Colours [Mio.] 16.77
Response Time (typ.) [ms] 8 (grey-to-grey)

SYNCHRONISATION RATE
Horizontal Frequency [kHz] 31.5 - 91.1 (analog and digital)
Vertical Frequency [Hz] 50 - 85

RESOLUTION
Native Resolution 1920 x 1080 at 60 Hz
Supported on digital and analogue inputs (PC) 1920 x 1080; 1680 x 1050; 1600 x 1200; 1440 x 1050; 1400 x 1050; 1366 x 768;

1360 x 768; 1280 x 1024; 1280 x 800; 1280 x 768; 1024 x 768; 832 x 624; 800 x
600; 720 x 400; 640 x 480

CONNECTIVITY
Input Video Analogue 1 x D-sub 15 pin; 1 x S-Video; 5 x BNC, Component, Composite (via BNC and

Cinch)
Input Video Digital 1 x DVI-D (with HDCP); 1 x HDMI 1.3 (with HDCP); 1 x DisplayPort (with HDCP)
Input Audio Analogue 2 x Cinch (RCA); 1 x 3,5 mm jack
Input Audio Digital DisplayPort; 1 x HDMI
Input Control LAN 100Mbit; remote control wire (3,5mm jack); RS232
Output Video Analogue 1 x BNC composite out; 5 x BNC for RGBHV, Component and Composite
Output Audio Analogue 1 x RCA
Output Control remote control wire (3,5mm jack); RS232
Remote Control Ethernet; RS-232C (9-pin D-sub) Input and Output; D-sub 15 and DVI-D (DDC/CI);

Remote Control IR

OPTION SLOT
Slot Technology STv1

ELECTRICAL
Power Consumption on Mode [W] 320 (typ.); 490W max. (with speakers and built-in PC 100% workload)
Power Savings Mode [W] < 0.5; < 1 (ECO Standby)
Power Management VESA DPMS
Power Requirements 100-120 V/220-240 V; 5.6 A/2.5 A; internal power supply

ENVIRONMENTAL CONDITIONS
Operating Temperature [°C] +5 to +35 with permantly running fans
Operating Humidity [%] 20 to 80

MECHANICAL
Dimensions (W x H x D) [mm] Without stand: 1,055.4 x 608.6 x 140
Weight [kg] Without stand: 31
Bezel Width [mm] 17 (left and right); 16.5 (top and bottom)
VESA Mounting [mm] 300 x 300; 4 holes; M6

AVAILABLE OPTIONS
Accessories Feet (ST-4620); Speaker (SP-RM1); Wall mount (PDW 32-70 L+P); Wall mount

(PDW S 32-55 L and P)
Option Slot Built-in PC; CAT 5 receiver; DVI daisy chain board; HD-SDI board; Media Player

ADDITIONAL FEATURES
Colour Versions Black Front Bezel, Black Back Cabinet
Safety and Ergonomics CE; TÜV GS; C-tick; FCC Class B; UL/C-UL or CSA; PSB; VCCI
Plug and Play VESA DDC2Bi
Audio Optional Speakers (15 W + 15 W)
Shipping Content Display; Power Cable; Remote Control (IR); CD-ROM (User Guides/Manuals);

terminal cover
Signal Cable: VGA - VGA

Warranty 3 years warranty incl. backlight


