
STANDARD DEFINITION HIGH DEFINITION

PX-42VR5H PX-42XR4 PX-50XR5 PX-61XR4

PI
CT

UR
E

Resolution 853 (H) x 480 (V) pixels 1024 (H) x 768 (V) pixels 1365 (H) x 768 (V) pixels 1365 (H) x 768 (V) pixels

Screen Size 921 (H) x 518 (V) mm 921.6 (H) x 515.3 (V) mm 1106 (H) x 622 (V) mm 1351(H) x 760 (V) mm

Aspect Ratio 16:9

Viewing Angle Over 160 degrees

Colour Processing 68.7 billion colour, 4096 steps

Digital Zoom 100 - 900% Selectable

Picture Modes Bright / Normal / Theatre 1 / Theatre 2 / Default

Enhanced Split Screen  - PIP (4 modes), Side by Side (6 modes), Sub Picture Detect / Fade / Transparency 

Motion Compensated 3D Scan Converter PAL, NTSC, 480i, 576i, 525i, 625i, 1035i, 1080i

Complete Progressive Support 720p @ 50/60Hz, 1080i @ 50/60Hz, *1080p @ 50/60Hz (*except PX-42VR5H)

Noise Reduction NR-1, NR-2, NR-3

Aspect Mode Normal , Zoom , Anamorphic, Stadium, True, 2.35: 1, 14:9

PDP Screensaver PLE, Orbiter, Inverse, White, Screen Wiper, Soft Focus, OSM Orbiter, OSM Contrast PLE, Fluid Orbiter, Inverse, White, Screen Wiper, Soft Focus, OSM Orbiter, OSM Contrast

IN
TE

RF
AC

E

Video 1 BNC (Composite Video) x 1 RCA (Composite Video) x 1

Video 2 RCA (Composite Video) x 1 S-Video: 4 pin DIN x 1 

Video 3 or DVD / HD1 Video 3: S-Video: 4 pin DIN x 1 DVD / HD1: RCA (Component Video Y, Pb[Cb], Pr[Cr}) x 1

HD1 / DVD1 or DVD / HD2 HD1 / DVD1: RCA (Component Video Y, Pb[Cb], Pr[Cr}) x 1 DVD / HD2: RCA (Component Video Y, Pb[Cb], Pr[Cr}) x 1

HD2 / DVD2 / RGB2 or DVD / HD3 HD2 / DVD2 / RGB2: BNC (Component Video RGBHV) x 1 DVD / HD3: HDMI (Ver1.1)

RGB1 or  DVD/HD4 RGB1: Mini D-Sub (RGBHV) 15 pin x 1 DVD / HD4: HDMI (Ver1.1)

HD / DVD3 / RGB3 or PC / RGB HD / DVD3 / RGB3: DVI-D 25-pin HDCP(EIA/CEA-861) x 1 PC / RGB: Mini D-Sub (RGBHV) 15 pin x 1

Audio 1 RCA Phono (L+R) x 1

Audio 2 RCA Phono (L+R) x 1

Audio 3 RCA Phono (L+R) x 1

Audio Output 8 + 8 W at 6 Ohm 9 + 9 W at 6 Ohm

Front Panel User Controls Input Select / Exit, Right / +, Left / -, Up, Down, Menu / Enter

RS232C Communication DSUB 9 Pin Serial x 1

FE
AT

UR
ES

Picture  Picture Memory, Contrast, Brightness, Sharpness, Colour, Tint, NR, Colour Temp, White -
Balance, Cinema Mode, Picture Mode, Gamma, Low Tone, Set Up Level, Colour Tune

Same as VR5H but
No Low Tone Adjustment Same as VR5H

Audio Bass, Treble, Balance, Audio Input 1, Audio Input 2, Audio Input 3, DVD / HD3 Input, DVD / HD4 Input

Image Adjust Aspect Mode, V-Position, H-Position, V-Height, H-Width, Auto Picture, Fine Picture, Picture Adjust

Set Up

Language: (SD: English / German / French / Spanish / Italian / Swedish / Chinese / Russian) (HD: + Portuguese / Turkish / Greek)

BNC Input, D-Sub Input, HD Select,  RGB Select, DVI Setup, Colour System, Background, DVD / HD1 Input, D-Sub Input, HD Select, RGB Select, HDMI Setup, Colour System,  Background,

Grey Level, S1/S2, Display OSM Adjust, Remote ID, All Reset

Function Power Management, Input Skip, PDP Screen Saver Advanced OSM, Power Management, Input Skip, Sub. Picture, Zoom Nav, Picture Freeze, 
PDP Screen Saver, Power ON Mode

G
EN

ER
AL

Power Source 100 to 240V at 50/60Hz

Power Consumption 270W (Typ) 285 W (Typ) 435 W (Typ) 540 W (Typ)

Current Rating 4.5A(Max) 4.5A (Max) 7.6 A(Max) 8.0 A(Max)

Dimensions 1018(W) x 610(H) x 89(D) mm 1022(W) x 610(H) x 98(D) mm 1226(W) x 736(H) x 100(D) mm 1476(W) x 880(H) x 123(D) mm

New Weight 28.5 kg 27 kg 44.5kg 61.0 kg

Temperature 0ºC to 40ºC (Operation) / -10ºC to 50ºC (Storage)

Humidity 20% to 80% (Operation) / 10% to 90% (Storage) - no condensation

Altitude 0 to 2800m (9180 feet) (Operation) / 0 to 3000m (9840 feet) (Storage)

Safety Regulations IEC60065:2001, EN60065:2002, IEC60950-1:2001, EN60950-1:2001 IEC60065:2001, EN60065:2002

EMC Regulations EN55022:1998 + A1:2000 + A2:2003, EN55024:1994 + A1:2001+ A2:2003, 
EN61000-3-2:2000, EN61000-3-3:1995 + A1:2001, AS/NZS CISPR22:2004 class B

EN55022:1998 + A1:2000 + A2:2003 class B, EN55024:1998 + A1:2001+ A2:2003, EN61000-3-2:2000, 
EN61000-3-3:1995 + A1:2001, AS/NZS CISPR22:2004 class B

2005 Plasma Digital
Theatre Specifi cations

The PlasmaSync™ Digital Theatre Range:  42VR5H     42XR4      50XR5      61XR4



42VR5H 61XR4 50XR5 42XR4

All models shown with optional stand. 

ACCESSORIES

Rotatable Table-top
Stand PX-42ST-SV-1
[42VR5H]

Rotatable Table-top 
Stand PX-ST2U 
[42XR4, 50XR5]

Fixed Table-top Stand 
PX-61ST2U [61XR4]

PX-TUAN-01 
Rear Mounted Analog 
Tuner with Fast 
Text and compatible 
Remote Control. 
Outputs: Composite, 
Component (YCrCb), 
S-Video, L/R Audio. 
Inputs: Composite, 
L/R Audio.

PX-TUDI-01 
Rear Mounted DVB-T 
Tuner with compatible 
Remote Control.
Outputs: Composite 
Video + L/R Audio, 
SCART (Y/C + L/R 
Audio).

Wall Mount Unit
PX-W2U [42VR5H, 
42XR4 and 50XR5]
PX-W3U [50XR5
and 61XR4]

Tilt Mount Unit
PX-T2U [42VR5H, 
42XR4 and 50XR5]
PX-T3U [50XR5 
and 61XR4]

Attachable Speakers
PX-42SP1U/S 
[42VR5H]
Dimensions (mm):
90(W) x 610(H) x 89(D)

Attachable Speakers
PX-SP2U/B (Black)
[42XR4, 50XR5 
and 61XR4]
Dimensions (mm):
80(W) x 592(H) x 92(D)

Attachable Speakers
PX-SP2U/S (Silver)
[42XR4, 50XR5 
and 61XR4]
Dimensions (mm):
80(W) x 592(H) x 92(D)
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